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REDU - Duct Reducer

REDU Performance Data
for galvanized, rectangular duct 

General Information

Material
  •  galvanized steel

•  thickness - 28ga.
Manufactured 

• 

•  Shipped unassembled  

• Manufactured with Pittsburgh 
seam lock

Requires ‘S’ and ‘D’ cleats for connection
to rectangular duct

•  SMACNA approved connection method  
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Reduction
Amount

10” x 8” - 8” x 8” - 12”
12” x 8” - 10” x 8” - 12”
14” x 8” - 12” x 8” - 12”
16” x 8” - 14” x 8” - 12”
18” x 8” - 16” x 8” - 12”
20” x 8” - 18” x 8” - 12”
22” x 8” - 20” x 8” - 12”
24” x 8” - 22” x 8” - 12”
12” x 8” - 8” x 8” - 12”
14” x 8” - 10” x 8” - 12”
16” x 8” - 12” x 8” - 12”

18” x 8” - 14” x 8” - 12”

 

     Code                       Description

REDU810N

REDU814N
REDU816812N 
REDU816N
REDU818814N
REDU818N
REDU820816N
REDU820N
REDU822N
REDU824820N
REDU824N

REDU88N
Model

Duct Reducer
         Description

         Galv. Duct Reducer, 8”x10”Duct to 8”x8”Duct x12” Long 28ga(.040cm), Not Assembled

         Galv. Duct Reducer, 8”x12”Duct to 8”x8”Duct x12” Long 28ga(.040cm), Not Assembled

         Galv. Duct Reducer, 8”x12”Duct to 8”x10”Duct x12” Long 28ga(.040cm), Not Assembled

         Galv. Duct Reducer, 8”x14”Duct to 8”x10”Duct x12” Long 28ga(.040cm), Not Assembled

         Galv. Duct Reducer, 8”x14”Duct to 8”x12”Duct x12” Long 28ga(.040cm), Not Assembled

         Galv. Duct Reducer, 8”x16”Duct to 8”x12”Duct x12” Long 28ga(.040cm), Not Assembled

         Galv. Duct Reducer, 8”x16”Duct to 8”x14”Duct x12” Long 28ga(.040cm), Not Assembled

         Galv. Duct Reducer, 8”x18”Duct to 8”x14”Duct x12” Long 28ga(.040cm), Not Assembled

         Galv. Duct Reducer, 8”x18”Duct to 8”x16”Duct x12” Long 28ga(.040cm), Not Assembled

         Galv. Duct Reducer, 8”x20”Duct to 8”x16”Duct x12” Long 28ga(.040cm), Not Assembled

         Galv. Duct Reducer, 8”x20”Duct to 8”x18”Duct x12” Long 28ga(.040cm), Not Assembled

         Galv. Duct Reducer, 8”x22”Duct to 8”x20”Duct x12” Long 28ga(.040cm), Not Assembled

         Galv. Duct Reducer, 8”x24”Duct to 8”x20”Duct x12” Long 28ga(.040cm), Not Assembled

         Galv. Duct Reducer, 8”x24”Duct to 8”x22”Duct x12” Long 28ga(.040cm), Not Assembled

         Galv. Duct Reducer, 8”x8”Duct to 6”x8”Duct x12” Long 28ga(.040cm), Not Assembled

REDU81288N
REDU812N
REDU814810N


